Supply and install new
Wooden Knee Rail around
vegitated areas. ~
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Proposed new 6m lighting column in
/ this location to improve lighting in

/
Take up m\_,a remove
existing bollards across
all grass verges.
/ /

Supply and install new Wooden
Knee Rail around vegitated ,
areas.

Supply and install new Wooden
Knee Rail around vegitated areas.

Supply fresh seeded topsoil to
damaged areas.

area.
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General Notes

Supply and install new Wooden Knee Rail around vegitated areas.
~ Supply fresh seeded topsoil to damaged areas.
h “Relay Existing Granite Kerbs

Install new Drop Kerb
for ease of access.

/
/

Supply and install new Wooden _Azmm\_ﬂmm_
around vegitated areas. Supply fresh
seeded topsoil to damaged areas.

Supply and Erect
=== Wooden Knee Rail.

400mm high. Install as

per HH/SD/300/001

m Supply and erect new Hinged
PFI LED Street Lighting
Column. Black 6m Column.
Lantern to be confirmed. Install
as per HH/SD/1300/001

Excavate and remove to
tip soil and shingle mix to
a depth of 150mm.
Supply and fill excavation
with seeded topsoil.

Phase 2 works will last between
number 50 to number 150 Syon
Lane. Improvments to Grass
Verges and Street Lighting
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